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Wall Sleeve Assembly

1. Wall Sleeve (x1)

2. Condensate Drain Pan (x1)

3. Pellet Delivery Front Cover (x1)

4. Pellet Delivery Back Plate (x1)

5. Sleeve Insulation (x1)

Figure A

3/4” Quick Connect Drain Assembly

6. PVC Braided Hose 2ft (x1)

7. Tube Insert (x2)

8. 90°Elbow Push Fitting (x2)

9. Coupling Push Fitting (x1)
(Not included in assembly / special
order part #CP-240)

Figure B

Description:

The Champion PTAC Wall Sleeve may be installed in all through wall 
applications or as an integral part of existing window assembly attached 
to the louver. Rough opening must be a minimum of 42 ½” x 16 ½“ in. 
with a maximum wall thickness of 8” inches in total.

NOTE: The wall sleeve must be installed a minimum of 4 inches above 
a finished floor and a minimum of 2 ¾” from a finished wall.

RECOGNIZE THIS SYMBOL AS A SAFETY 
PRECAUTION

ATTENTION INSTALLATION PERSONNEL
Please read all the instructions before beginning installation. 
These guidelines are provided in good faith to help prevent any 
problems caused by errors in installation. The manufacturer of this 
product shall not be held responsible for installation actions taken 
or not taken. There are many details of installation that are 
assumed to be general construction knowledge to experienced 
installers, which are not included in these instructions. These 
installation guidelines are intended to be strictly recommended 
and are not to serve as a step-by-step, fail-safe installation 
checklist. Selection of an experienced installer is the sole 
responsibility of the project owner and architect. Champion PTAC, 
LLC. does not accept any responsibility for job failure resulting 
from or associated with improper site environmental conditions or 
improper installation
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WALL SLEEVE & 3/4” DRAIN ASSEMBLY –
INSTALLATION INSTRUCTIONS

NOTE: The installation and service of this equipment should be performed by 
qualified and experienced technicians only.

1. Remove Wall Sleeve from packaging and remove sub-base from within the wall 
sleeve.

2. Within the sub-base assembly remove the pre-assembled Champion PTAC Drain 
Kit and secure the 90° Elbow Push Fitting (Figure C) to the bottom of the Drain 
Pan. Make sure the fitting is pushed in all the way.

3. Once secured, position the wall sleeve into the wall opening.

 NOTE: Before securing the sleeve to the through wall be sure the sleeve extends 
past the exterior to allow ¼” beyond exterior finish (Figure D). Apply primary 
sealant between the sleeve and the waterproofing membrane.

4. Depending on through wall substrate, use proper anchors and anchor locations 
(FL 40680) to secure the wall sleeve in the 4 locations provided. Insert shims at 
each anchor location to avoid over tightening and deforming sleeve.

 NOTE: In the presence of an integral louver secure the provided studs and attach 
the wall sleeve to the louver through the 4 key holes slots located in each corner 
of the exterior facing side of the wall sleeve.

5. Once the Wall Sleeve is secured, determine length of PVC braided hose (6) 
needed to properly secure the ¾” drain assembly to either an internal condensate 
drain or exterior drain application. Cut hose to length and push provided Tube 
insert (7) completely flush with the end of the PVC braided hose.

 NOTE: Failure to use Tube Insert (7) could result in drain assembly failure and 
leaks.

6. Now that the hose is cut to length and the Tube insert (7) is installed firmly into 
and flush to the braided PVC hose (6) the final connections for the drain assembly 
can be made. Pressing firmly, making sure the hose is pushed completely into the 
push fitting. Verify the hose seats all the way into the fitting. Once this is complete 
the push fitting can be secured to the condensate drain line.

 NOTE: Failure to seat the PVC hose completely into the push filling could result in 
drain assembly failure and leaks. Test the drain connections for proper installation 
once all connections are made by pouring a gallon of water into the wall sleeve 
drain pan (2) and inspecting the drain assembly for leaks.

7. Once the wall sleeve and drain connections have been completed, follow the 
subbase installation instructions provided to complete the installation.

Extrude ¼” beyond 
exterior finish for 
optional secondary 
sealant

Figure C

Figure D

Secure the 90° Elbow 
Push Fitting (8) to the 
drain at the bottom of 
the Drain Pan

(2)Fully-Threaded Posts, threaded into rivnuts on end 
of brace bars at 2-1/4” & 12-7/8” o.c. from brace bar spline 
ends. Louver attached using washers and nuts.



Champion PTAC Sub-Base Assembly

10.Sub-Base (x1)
11.Sub-Base Electrical 

Cover (x1)

12.Leveling Legs (x2)

13.Threaded Riv-Nuts (x2)

14.Side Covers (x2)

15.Assembly Screws (x9)

16.¾” Plastic Grommet (x1) Figure C

SUB-BASE – INSTALLATION INSTRUCTIONS
NOTE: The installation and service of this equipment should be performed by 
qualified/ licensed, and experienced technicians only.

1. Remove straps and all parts from the subbase assembly.
2. Once all parts are removed, position subbase (10) near the front of the wall 

sleeve

3. Using 4 sheet metal screws provided, secure the sub-base to the wall sleeve in 
(Figure E).

4. Once sub-base is secured to the wall sleeve, use a flat head screwdriver to level 
the sub-base by turning the leveling legs (12) clockwise to secure the wall sleeve 
level in the opening.

8. Position Side Covers (14) on each side of sub-base (10) to determine desired 
length for installation.

9. Once the length is determined, Trim / Bend Side Covers (14) to desired length. 
(See QR Code Side Cover Video) 

10. Attach both Side Covers (14) with four sheet metal screws provided (Figure F).
11. Attach Sub-base Electrical Cover (11) to sub-base with sheet metal screw 

(Figure G).

 NOTE: The correct electrical receptacle, connections and components to 
electrical box must be used based on the voltage requirements of PTAC unit 
being installed and comply with all electrical code compliance and standards 
conduit present from the electrical rough in.

Figure E

Figure F

Figure G

Secure the Sub-Base 
(10) with 2 assembly 
screws (15) each side.

Secure the Side Covers 
(14) to the Sub-Base (10) 
with 2 assembly screws 
(15) each side.

Secure the Electrical Cover (11) to the sub-
base by sliding it into the slots, and then 
securing with 1 assembly screw (15).



“NEVERLEAK  PTAC SLEEVE” LIMITED WARRANTY
1. Warranty Coverage
This Limited Warranty covers defects in materials and workmanship for 
the following components of the “NeverLeak  PTAC Sleeve”:
Bottom drain pan.
Provided 20” x ¾” drain line.

Exclusions: This warranty does not cover:
Damage caused by misuse, abuse, accidents, or water leaks (including 
but not limited to carpets, ceilings, mold or mold damage, drapes, 
furniture, etc.).
Improper installation, unauthorized modifications, or repairs by third 
parties.
Clogged drains caused by foreign objects in drain pan or drain tube.
Normal wear and tear (e.g., scratches, dents, discoloration).

Normal wear and tear may include, but not limited to removal and 
re-installation of PTAC Chassis, people/kids climbing on top of 
unit or using as step stool, and any other bumps and scratches.

Products purchased from unauthorized resellers or third-party 
platforms.
Labor costs associated with installation or repair.

2. Limitations
For warranty coverage to remain valid:
The product must be used with Champion PTAC algaecide pellets on a 
minimum of quarterly basis.
The PTAC Sleeve must be attached to a Champion PTAC Louver.
Installation must adhere to Champion PTAC’s instructions.
If there is more than 6-month lapse in-use, this warranty will become 
null & void: 

Proof of purchase or invoice number of sleeve purchased.
Proof of purchase or invoice number of sleeve purchased.

3. Registration and Warranty
Product must be registered within 12 months after product has been 
received.
To Register your product, visit our website www.champion-ptac.net. If 
the product is not registered within this period, warranty will become 
null & void.

4. Warranty Claims and Procedures
To file a warranty claim, please:
Contact our Customer Service Department at 954-568-3400, email 
info@champion-ptac.net, or visit www.champion-ptac.net.
Provide the following documentation:

Proof of purchase or invoice number of the sleeve.
Description of the issue or malfunction.
Product details and quarterly algaecide maintenance logs.
Proof of purchase or invoice number of algaecide pellets.
Pictures of damage
Property address & room # of unit

5. Replacement Parts
If your product is deemed defective under the terms of this warranty:
Champion PTAC will, at its discretion, provide replacement parts.
Shipping costs for replacement parts will be covered by Champion PTAC; 
however, the return of defective parts may be required, which will be at 
the cost of individual filing the claim.
Replacement products carry the same warranty as the original, starting 
from the date of replacement.
Labor costs for installation or repair are not covered.

6. Limitation of Liability
Champion PTAC’s liability is strictly limited to the replacement of 
defective parts or products as outlined in this warranty. Under no 
circumstances will Champion PTAC be liable for incidental, indirect, or 
consequential damages (including but not limited to carpets, ceilings, 
mold or mold damage, drapes, furniture, etc.), even if advised of such 
possibilities.

7. Transferability
This warranty is non-transferable and is valid only for the original 
purchaser. If product ownership is transferred, the warranty becomes 
void.

8. Legal Rights
This warranty provides specific legal rights. Additional rights may vary by 
jurisdiction. This warranty does not affect your statutory rights as a 
consumer. This warranty and any Legal action Will be governed by "The 
Laws of The State of Florida."
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